20000614.ba v02_n925.bam.20000614 


>From ???@??? Wed Jun 14 21:00:17 2000 -0500 

Message-Id: <200006150158.e5F1w9a22467@sco.theporch. com> 
Date: Wed, 14 Jun 2000 20:57:56 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2925 


BOATANCHORS Digest 2925 
Topics covered in this issue include: 


1) SEATTLE 
by Allan Culbert <Allan-Culbert@uiowa.edu> 
2) Re: Re diagrams 
by Henry van Cleef <vancleef@netcom. com> 
3) Re: Stuck wafer switchs - Thanks ! 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
4) FS QST 
by cbrenner@uwec.edu 
5) FS -- QST 
by cbrenner@uwec.edu 
6) RE: Why is this cap in my HRO-50? 
by Roy Morgan <roy.morgan@nist.gov> 
7) QST -- 1954, 1956-99 
by cbrenner@uwec.edu 
8) 
by cbrenner@uwec.edu 
9) Parts Source 
by "Ed Tanton" <n4xy@att.net> 
10) Re: HRO Cap and others 
by Jderm740@aol.com 
141) WHY IS THIS CAP IN MY ___? 
by JOHN.SEHRING@ecunet.org 
12) HAMMARLUND FM-50A 
by JOHN.SEHRING@ecunet.org 
13) STUCK SWITCH SHAFTS 
by JOHN.SEHRING@ecunet.org 
14) RECEIVER AUDIO 
by JOHN.SEHRING@ecunet.org 
15) ENIAC components list 
by "Ed Tanton" <n4xy@att.net> 
16) Re: Hammarlund HQ-170 coil problem 
by "russ dworakowski" <wb3fau@hotmail .com> 
17) Re: WHY IS THIS CAP IN MY __? 
by Arden Allen <gumbear@pacbell.net> 
18) Re: Parts Source 


by Arden Allen <gumbear@pacbell.net> 
19) 60w cw tube tx FS 

by BEN NOCK <G4BXD@compuserve.com> 
20) Re: UTC S -34 Choke 

by "Sandy W5TVW" <ebjr@i-55.com> 
21) Re: ENIAC components list 

by "Mike B. Feher" <n4fs@monmouth. com> 
22) Signal Generator for 60khz 

by W4U0C@aol.com 
23) RAO questions 

by Jack Antonio <dia@dia.reno.nv.us> 


Message-Id: <3.0.1.32.20000614083833.006ceb78@blue.weeg.uiowa.edu> 
Date: Wed, 14 Jun 2000 08:38:33 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Allan Culbert <Allan-Culbert@uiowa.edu> 

Subject: SEATTLE 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


What are some suggested BA visiting places in the Seattle area? 
73 


Al, KOAL 


From: Henry van Cleef <vancleef@netcom. com> 
Message-Id: <200006141352 .GAA10810@netcom. com> 
Subject: Re: Re diagrams 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Wed, 14 Jun 2000 07:52:06 -0600 (MDT) 
Cc: boatanchors@theporch.com (Old Tube Radios) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


As Raymond Cote discourses 


I have come across a Meisner Signal shifter (actually the son of a 
deceased ham sold it to me), but there are no other data available. 
All it says is: 


Meisner mfg. Company 
Mt Carmel, I11. 
Made in USA 


VV VV VV VV WV 


All I know is where mt Carmel is. 


On the front panel. It sports a "on/off" pointer knob switch on the 
left, an "automatic/on/standy" pointer knob switch on the right. The 
center has a strange round dial with an indicator numbered from zero to 
100. 


VV VV VV VV 


What you are describing is a prewar signal shifter. These were made 
1939-42 approx., and were offered as kits or as assembled units. The 
prewar units have a National Co. dial and plug-in coils inside the 
unit. My 1942 unit uses a 6F6 oscillator and 6L6 buffer amp. 


Postwar units (1946-?) have a coil turret and bandswitch, and counters 
in windows. The power supply (inside) is on a separate chassis. My 
1948 EX unit (which I built up from two junkers) has a 6V6 oscillator 
and an 807 buffer. It is mechanically completely different from the 
prewar units, and electrically only follows the prewar units at block 
diagram level. 


Either unit will deliver about 12 watts at 80 meters, dropping down to 
3-4 watts at 10 meters. B+ in the postwar unit is much lower than in 
the prewar, and the tanks are a frequency doublers on the higher 
ranges. Meissner, at one time, touted them as standalone QRP 
transmitters. Often euphimistically called "Signal Drifter" as this 
comes built-in. 


The oscillator and buffer tanks in both designs are shunt-fed, with 
postage stamp paper caps for DC blocking. This get leaky with all 
that RF, and 1600 volt Orange Drops are in my postwar unit. 


Hank 


Date: Wed, 14 Jun 2000 10:12:03 -0400 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <200006141412.KAA01347@aa4rm.ba-watch.org.> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Stuck wafer switchs - Thanks ! 


Did anyone suggest heating the shaft with a BIG IRON before applying the 
penetrating potion? 


Usually works for obvious reasons - reactivity of all chemicals tweaked 
at higher T 


But might it cause somea those potions to 'splode? 


Worry, worry, worry. 
Worry 


Marty 


Message-ID: <3DD3BED8DB4DD311BO0EE0020484050DC2C53D4@kyle.uwec.edu> 
From: cbrenner@uwec.edu 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS QST 
Date: Wed, 14 Jun 2000 09:32:48 -0500 
MIME-Version: 1.0 
Content-Type: multipart/alternative; 
boundary="----_= NextPart_001_01BFD60D.698D1BBC" 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


motes _=_NextPart_001_01BFD60D.698D1BBC 
Content-Type: text/plain; 
charset="iso-8859-1" 


I'm not real hopeful, but I'll give it a shot anyway. I will retire at the 
end of June and as a result will have to vacate my office which is where I stored 
my collection of QSTs. Since I don't have room for them at home, my plan is to 
get rid of them and to get the QST CD set. What I have are the years 1954 and 
1956-1999. In the set the following issues are missing: April 1954; January 
1957; February 1958; June 1959; March, April, June 1960; September 1962; and 
October 1963. For the most part they are in excellent condition as they have been 
stored in library style magazine slip cases. 


My first preference is to sell the set for $50.00, pickup only in Western 
Wisconsin. If there is no interest in that I will break up the collection at 
$1.00 per issue (Postage NOT included) for those you who are looking for missing 
issues to complete your collection. I'm flexible - let me know what your needs 
are. 


73, 


Chuck Brenner 
WB9GIW 


-- "Real Radios Glow In The Dark" -- 


Dr. Charles Brenner 

Associate Professor - CITI Support Staff 

1105 Old Library 

University of Wisconsin Phone: (715) 836-2030 
Eau Claire WI 54702 FAX: (715) 836-2949 


Spiess _=_NextPart_001_01BFD60D.698D1BBC 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KR KK KKK KK KKK KK KKK KKK KKK 


* 
* 
* 
* 


+ + + FF + OF 


See ee _=_NextPart_001_01BFD60D.698D1BBC- - 


Message-ID: <3DD3BED8DB4DD311BOEE0020484050DC2C53D5@kyle.uwec.edu> 
From: cbrenner@uwec.edu 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS -- QST 
Date: Wed, 14 Jun 2000 09:39:19 -0500 
MIME-Version: 1.0 
Content-Type: multipart/alternative; 
boundary="----_= NextPart_001_01BFD60E.52F59298" 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


wore _=_NextPart_001_01BFD60E .52F59298 
Content-Type: text/plain; 
charset="iso-8859-1" 


I'm not real hopeful, but I'll give it a shot anyway. I will retire at the 
end of June and as a result will have to vacate my office which is where I stored 
my collection of QSTs. Since I don't have room for them at home, my plan is to 
get rid of them and to get the QST CD set. What I have are the years 1954 and 
1956-1999. In the set the following issues are missing: April 1954; January 
1957; February 1958; June 1959; March, April, June 1960; September 1962; and 
October 1963. For the most part they are in excellent condition as they have been 


stored in library style magazine slip cases. 


My first preference is to sell the set for $50.00, pickup only in Western 
Wisconsin. If there is no interest in that I will break up the collection at 
$1.00 per issue (Postage NOT included) for those you who are looking for missing 
issues to complete your collection. I'm flexible - let me know what your needs 
are. 


73% 


Chuck Brenner 
WB9GIW 


-- "Real Radios Glow In The Dark" -- 


esse s= _=_NextPart_001_01BFD60E.52F59298 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KKK KK KKK KK KKK KKK KK 


+ Fs + FF HF 
+t + FF HF 


messes _=_NextPart_001_01BFD60E .52F59298- - 


Message-Id: <4.2.0.58.20000614111612 .00ad0100@sdct-sunsrv1.ncsl.nist.gov> 
Date: Wed, 14 Jun 2000 11:24:45 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: RE: Why is this cap in my HRO-50? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


> 

>At 11:40 PM 6/12/00 -0500, Bill Hawkins wrote: 

> >Personally, I'd try one of those soft-start thermistor widgets, ina 
> >separate box so the heat doesn't fry the HRO. 

> 

>The manufacturer I am aware of is Keystone Thermometrics. 


The Keystone Thermometrics company web sit is at: 


http://www. thermometrics.com/ 


The application notes on the power thermistors is at: 
http: //www.thermometrics.com/assets/images/smtapp. pdf 


This application indicates that normal power thermistors may run at 160 
degrees C and dissipate two watts.. This would not need a separate box for 
many of my radios, but a separate box housing a single fuse, a line voltage 
bucking transformer and a thermistor for use on whatever radio is running 
the most sounds like a very good idea. See below for the line voltage 
bucking article: 


http: //www.mindspring.com/~tirevold/faq-HiVolt.htm 


Roy 

-Keep em glowing! 

Roy Morgan, KILKY since 1959 
7130 Panorama Drive 

Derwood MD 20855 
301-330-8828 


Message-ID: <3DD3BED8DB4DD311BO0OEE0020484050DC2C53D8@kyle.uwec.edu> 
From: cbrenner@uwec.edu 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: QST -- 1954, 1956-99 
Date: Wed, 14 Jun 2000 12:55:31 -0500 
MIME-Version: 1.0 
Content-Type: multipart/alternative; 
boundary="----_= NextPart_001_01BFD629.BB56B20C" 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


at _= _NextPart_001_01BFD629.BB56B20C 
Content-Type: text/plain; 
charset="iso-8859-1" 


I'm not real hopeful, but I'll give it a shot anyway. I will retire at the 
end of June and as a result will have to vacate my office which is where I stored 
my collection of QSTs. Since I don't have room for them at home, my plan is to 
get rid of them and to get the QST CD set. What I have are the years 1954 and 
1956-1999. In the set the following issues are missing: April 1954; January 
1957; February 1958; June 1959; March, April, June 1960; September 1962; and 
October 1963. For the most part they are in excellent condition as they have been 


stored in library style magazine slip cases. 


My first preference is to sell the set for $50.00, pickup only in Western 
Wisconsin. If there is no interest in that I will break up the collection at 
$1.00 per issue (Postage NOT included) for those you who are looking for missing 
issues to complete your collection. I'm flexible - let me know what your needs 
are. 


Chuck Brenner 
WB9IGIW 


-- "Real Radios Glow In The Dark" -- 


sees _=_NextPart_001_01BFD629.BB56B20C 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + FF FF OF 


wore _=_NextPart_001_01BFD629.BB56B20C- - 


Message-ID: <3DD3BED8DB4DD311B0EE0020484050DC2C53DC@kyle.uwec.edu> 
From: cbrenner@uwec.edu 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 
Date: Wed, 14 Jun 2000 14:35:17 -0500 
MIME-Version: 1.0 
Content-Type: multipart/alternative; 
boundary="----_= NextPart_001_01BFD637.AB3EA7FE" 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


mone _= _NextPart_001_01BFD637.AB3EA7FE 
Content-Type: text/plain; 
charset="iso-8859-1" 


I'm not real hopeful, but I'll give it a shot anyway. I will retire at the end of 
June and as a result will have to vacate my office which is where I stored my 


collection of QSTs. Since I don't have room for them at home, my plan is to get 
rid of them and to get the QST CD set. What I have are the years 1954 and 
1956-1999. In the set the following issues are missing: April 1954; January 
1957; February 1958; June 1959; March, April, June 1960; September 1962; and 
October 1963. For the most part they are in excellent condition as they have been 
stored in library style magazine slip cases. 


My first preference is to sell the set for $50.00, pickup only in Western 
Wisconsin. If there is no interest in that I will break up the collection at 
$1.00 per issue (Postage NOT included) for those you who are looking for missing 
issues to complete your collection. I'm flexible - let me know what your needs 
are. 


Chuck Brenner 
WB9IGIW 


-- "Real Radios Glow In The Dark" -- 


Pardes el _=_NextPart_001_01BFD637.AB3EA7FE 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KK KK KK KK KK KKK KKK KK 


+ + + FF FF OF 
+ + + FF FF 


a iaeotale _=_NextPart_001_01BFD637.AB3EA7FE- - 


From: "Ed Tanton" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Parts Source 
Date: Wed, 14 Jun 2000 15:41:06 -0400 
Message-ID: <CKEGICNFDIMCEKEDCEHFAEBHCNAA.n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Maybe everybody else already knows about this place, but in looking for a 
germanium transistor today, I found the following website for METCO 
Electronics: 


http: //homepages. together.net/~tompkins/home.htm 


He has can & 'regular' electrolytics, lots of NOS transistors and diodes, 
probably tubes (the link didn't work); and certain old phonograph needles. I 
have not bought anything (YET), so I can't speak about that, but the site 
sure looks OK. I need to get some 1N82s and a couple of other things, so 
I'll be trying it out. 


73 Ed Tanton <n4xy@arrl.net> K2# 0057 (FT) 
Technical Editor QRP ARCI "QRP Quarterly" 


Ed Tanton NA4XY 
189 Pioneer Trail 
Marietta, GA 30068-3466 


website: http://www.qsl.net/n4xy/ 


From: Jderm740@aol.com 

Message-ID: <37.6869091.2679415c@aol.com> 
Date: Wed, 14 Jun 2000 16:13:16 EDT 

Subject: Re: HRO Cap and others 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Hi to all 
My HRO 60 manual identifies that cap as a ‘plate filter'. (??) 


Now about the audio systems. The Nationals from 173 through the 60's had a 
phono input so you could hook up a record player when there was nothing else 
on. So all of those sets used P-P output amps. Naturally they sounded better 
for BCB reception but I don't think you need that for communications. And we 
call these, communication receivers. I know that Hallicrafters made one model 
that used an SX-28 and a Jensen Bass Reflex speaker, but I doubt many of 
these were bought by hams, but I wouldn't be supprised if many were sold to 
middle class immigrants who might want to still tune in the music of their 
homelands. The Berlin Symphony. The London Phiharmonic or opera from Italy. 
For their day I'll bet these sounded pretty darn good. The Nationals had a 
500 ohm output which I think was the ‘hi-fi' output of it's day. 


Jack McDermott Jderm740@aol.com 


Date: Wed, 14 Jun 2000 16:16:38 -0400 (EDT) 


Message-Id: <200006142016.e5EKGcG10879@ecunet. org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WHY IS THIS CAP IN MY ___? 

From: JOHN.SEHRING@ecunet.org 


Some radios (e.g. direct conversion units) need a 0.05 or so uF cap across 
the secondary of the B+ or LV (ss) power supply to kill hum-modulated sigs 
& crud in the radio. Note this is xnot* to ground. 


-John Sehring (Tue, Jun 13, 2000, Ipswich SD) UCC WBOEQ 


Date: Wed, 14 Jun 2000 16:16:37 -0400 (EDT) 
Message-Id: <200006142016.e5EKGbM19732@ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HAMMARLUND FM-50A 

From: JOHN.SEHRING@ecunet.org 


FM-50 is high band VHF FM transceiver. I have only a schematic somewhere. 


Lunchbox size. About 15-20 watts out. Has both 12 VDC & 120 VAC supply 
built in. Easy changeover by rewiring power cord socket at radio. 


Not GE or Motorola by a loooong shot. Just about the cheapest stuff on 
the market. Rx IF filter way too narrow, bad rx audio quality. Carbon 
mic. 


I still use one...but not in the way you think! Its rx is double 
conversion, 1650 kHz 2nd IF, matches 1st IF freq of Halli's S-76, SX-96, 
-100, -101, -101A, -111, or -122. 


I take *1st* IF (1650 kHz) from my SX-100 via an short, unshielded wire 
from 2nd mixer's grid pin (remove tube or leave it in) and feed it over to 
FM-50's 1650 kHz IF. Ground clips to connect both chassis. 


Voila--a tunable NBFM receiver, for, say, 29.6 FM. Also use with 2m & 6m 
convertors to listen there. 


I wrote this tip up for ARRL Hints & Kinks (1978, p. 108). 


Also have done same with Collins 75S-* rx and Motorola FM rx strip at 455 
kHz. 


-John Sehring (Tue, Jun 13, 2000, Ipswich SD) UCC WBOEQ 


Date: Wed, 14 Jun 2000 16:16:38 -0400 (EDT) 
Message-Id: <200006142016.e5EKGCH16698@ecunet . org> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: STUCK SWITCH SHAFTS 
From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 


Don't forget that WD-40 is *xnot* intended as a lube. It is a good lube 
solvent. When done, add some actual lube to switch shafts. Just a bit 
will do. 


-John Sehring (Tue, Jun 13, 2000, Ipswich SD) UCC WBOEQ 


Date: Wed, 14 Jun 2000 16:16:39 -0400 (EDT) 
Message-Id: <200006142016.e5EKGdg11918@ecunet. org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RECEIVER AUDIO 

From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 
Your points on RF//mixer/IF stages are well taken, however... 


I was focusing xexclusivelyx on the detector & AF stages beyond in 
receivers. Often neglected. Some of the mulit-$K transceivers have lousy 
AF sections (both mine & ARRL's opinion). Just no excuse for this. 


E.g. excessive white noise from AF stages. Instability during/after large 
noise pulse. Easily overloaded. Hum. Changes in AF characteristics as a 
function of AF gain setting. Frequency response inappropriate for IF 
bandwidth. 


It's a lot easier to fix an AF amp then RF/IF amp. 


-John Sehring (Wed, Jun 14, 2000, Ipswich SD) UCC WBOEQ 


From: "Ed Tanton" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Homebrew Reflector" <homebrew@qth.net> 
Subject: ENIAC components list 
Date: Wed, 14 Jun 2000 16:27:40 -0400 
Message-ID: <CKEGICNFDIMCEKEDCEHFIEBKCNAA. n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


In nosing around looking for the specs for a 2N398 germanium transistor, I 
found the following parts list descriptions of certain really old computing 
systems... I thought you all might find this interesting. The URL is: 
http://ftp.arl.axrmy.mil/~mike/comphist/61ordnance/app4. html 


CIRCUIT ELEMENTS OF ENTIRE SYSTEM 


Type Quantity 
Tubes 

5847 5,600 
6197 110 
6C4 110 
6A05 220 
Misc 80 
Diodes 

LD70/CTP309 12,600 
LD71 100 , 000 
Misc 13,700 
Transistors 

2N697 600 
2N1143 240 
2N398 1,600 
Misc 6,300 


73 Ed Tanton <n4xy@arrl.net> K2# 0057 (FT) 
Technical Editor QRP ARCI "QRP Quarterly" 


Ed Tanton NA4XY 
189 Pioneer Trail 
Marietta, GA 30068-3466 


website: http://www.qsl.net/n4xy/ 


Message-ID: <20000614203959 .50227.qmail@hotmail .com> 
From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Hammarlund HQ-170 coil problem 

Date: Wed, 14 Jun 2000 16:39:59 EDT 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 


Michael, there are caps molded into the base of these cans. 


They are known to fail. The value is .01uf. Finding a replacement is very 
difficult. Finding used cans for the parts is realistic. You need a new 
base, which you can take from anywhere. Use a ceramic cap for replacement. 
Mount the old coils on the new base. Anything more you would like to know- 
just contact me. Russ 


>From: Michael Tallent <mtallent@concentric.net> 

>Reply-To: mtallent@concentric.net 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: Hammarlund HQ-170 coil problem 

>Date: Tue, 13 Jun 2000 21:28:06 -0400 

> 

>Hello: 

> 

>I am working on restoring a HQ-170 and I have a problem with the T1, the 
>first 

>IF transformer following the first mixer V2. 

> 

>I don't know what was inside the coil to cause the little crater in the 
>plastic. Does anyone know what it would have been? I don't think it was a 
>capacitor. I hesitate to take the coil apart further. 

> 

>Does anyone have a replacement transformer T1? 

> 

>I replaced the 1 K resistor and it worked for a few days and then the 
>resistor 

>was burned out again. I checked all the transformer terminals with a 0-400 
>volt 

>bench supply for breakdown and did not find any. The capacitors connected 
>to 

>this transformer were also checked and did not fail. 

> 

>Mike W6MXV 


Date: Wed, 14 Jun 2000 13:56:34 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: WHY IS THIS CAP IN MY __? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFW500LT5X5PD4@mta5.snfic21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi again John; 


> Some radios (e.g. direct conversion units) need a 0.05 or so uF cap 
across 

> the secondary of the B+ or LV (ss) power supply to kill hum-modulated 
sigs 

> & crud in the radio. Note this is xnot* to ground. 


Yeah, cuz the line filter is lame or non-existent. Vut iz diz "crud" yoo 
refur thoo?? 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Wed, 14 Jun 2000 13:43:52 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Parts Source 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFW50OLTOX5ND4@mta5.sn£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Hi Ed; 
Sorell, on probably tubes (the link didn't work); ........ 


I tried the link to the tube inventory and it worked (probably link 
termites at work): 


<http: //homepages. together.net/~tompkins/tubes.htm> 
Good find. 


Arden Allen KB6NAX Vallejo, CA sgumbear@pacbell.net 


Date: Wed, 14 Jun 2000 18:52:01 -0400 
From: BEN NOCK <G4BXD@compuserve.com> 
Subject: 6Qw cw tube tx FS 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200006141852_MC2-A8BF-F3C5@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


HF transmitter, 160/80/40/20/15/10, 60OW out CW rig. 
made by KW. Good condx with circuit. will easily convert 
to ssb. 


(no psu, needs 700, 250, gb and 12.) 


hence 30.00 Pound Plus postage if needed. = 


or swap for something, w.h.y.? 


Ben G4BxXD. 


Message-ID: <0Q00201b£d658$9£956f£20$5264e7d0@sandy-s-pentium> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: UTC S -34 Choke 
Date: Wed, 14 Jun 2000 14:14:32 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


ese Original Message----- 

From: Charles T Preston <k4l1jh@juno.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Wednesday, June 14, 2000 8:25 AM 
Subject: UTC S -34 Choke 


>Hi Folks , Can someone supply info on UTC Special Series -34 
>filter choke? max current ? Ect. 


Rating is 5-25 Henries (swinging choke) @ 300 ma. 
DC resistance= 90 ohms. Insulated for 4000 
working volts. 


73, 
Sandy W5TVW 


Message-ID: <012901b£d659$9abd64c0$378abd18@Feher> 
From: "Mike B. Feher" <n4fs@monmouth.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Homebrew Reflector" <homebrew@qth.net> 


Subject: Re: ENIAC components list 

Date: Wed, 14 Jun 2000 19:38:09 -0400 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: 7bit 


The 2N398 is one transistor I remember well. In the mid to late 60's it was 
one of the few transistors available that could handle the high voltage 
associated with grid block keying, so, I always used them in my home brew 
electronic keyers. 73 - Mike 


Mike B. Feher, N4FS 
89 Arnold Blvd. 
Howell NJ, 07731 
(732) 901-9193 


arts Original Message ----- 
From: "Ed Tanton" <n4xy@att.net> 


> In nosing around looking for the specs for a 2N398 germanium transistor 


From: W4U0C@aol.com 

Message-ID: <6a.3c7bdc1.26799021@aol.com> 
Date: Wed, 14 Jun 2000 21:49:21 EDT 

Subject: Signal Generator for 60khz 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Can any suggest an RF signal generator that will go as low as 60 khz. I need 
to align my HQ-180A and my generator only goes to about 140 khz. 


It may be awhile before I can locat such an animal. 

I also tried using an audio generator buy mine only gots to about 45 khz. 
Any suggestions on how I can get around this delema? 

Tom Koch - W4U0C 


Atlanta, GA 
<A HREF="http://members.aol.com/w4uoc/index.html">W4U0C's Home Page</A> 


Message-ID: <39483850.206D@dia.reno.nv.us> 
Date: Wed, 14 Jun 2000 18:58:40 -0700 

From: Jack Antonio <dia@dia.reno.nv.us> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RAO questions 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello all, 


Just picked up a National RAO-2, and even though I am more of 

an aircraft radio collector, I think I'm going to keep this one. 
It sort of works now, but I don't see any reason why it shouldn't 
respond to some TLC. 


Couple of questions though: 

First, is the manual for the Wells Gardner RAO-3 and 4 close enough 
to the National RAO-2 to be usable? Or did Wells Gardner change the 
design like they did on their BC-348s. 

The reason I ask is that Fair sells the W-G RAO-3 and -4 manual. 


Second, how hard is the catacomb to remove and service? I think 
the major problem with the radio is dirty contacts. 


Lastly is a usage question. Were these used as communications radios 
or entertainment radios? 


Not even going to ask if anyone has a CNA-10125 Mounting for it. 
73 


Jack Antonio WA7DIA 
dia@dia.reno.nv.us 


End o£ BOATANCHORS Digest 2925 
KKKKKK KAKA KAKA KIER KIA 


